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14 -1	GENERAL





Expansion joints shall be constructed according to the details shown on the drawings.





The position of all bolts cast into concrete and holes drilled in plates shall be accurately determined from templates.





Vehicular traffic shall not be allowed or the expansion joint after its construction for such period as may be determined by the Engineer. 








14 -2	FABRICATION





14-2.1	Open Joints





Open joints shall be constructed at the locations shown on the drawings using a wood strip, metal plate or other suitable material which is subsequently removed.  When removing the material, care shall be exercised to avoid chipping or breaking the corners of the concrete.  The edge of the concrete at the joints shall be edge finished.  Reinforcement shall not extend across an open joint.





14-2.2	Filled Joints





The filler material shall conform to clause 14-2.4.





When performing the filler shown in the drawings, the filler shall be placed in correct position before concrete is placed against the filler.  The filler material shall form part of the joint.  While concreting the slab, care shall be taken to prevent the filler material being displaced.  After the work is completed, the exposed face of the joint shall be cleaned of all loose material sticking to it.





14-2.3	Steel Work





Steel plates, angles or other structural shapes provided in the expansion joints shall


conform to the provisions made in Section 12;


be accurately shaped to the section of concrete deck; and


be hot-dip galvanised after fabrication.





Positive methods shall be employed in placing the assemblies to keep them in correct positions during the placing of concrete.  Care shall be taken to avoid impairment of the clearance in any manner.





14-2.4	Filler Material at Expansion Joints





The material used for filling the expansion joints shall be bitumen impregnated felt, elastomer or any other suitable material as specified on the drawings.  Impregnated felt shall conform to the requirements of IS : 1838 until similar Nepal’s Standards are in place.  It shall be approved by the Engineer prior to its application.  The joint filler shall consist of large pieces.  Assembly of small pieces to make up the required size shall be avoided.














14 -3	MEASUREMENTS FOR PAYMENT





The expansion joints shall be measured in linear metres.








14 -4	RATE





The contract unit rate for the expansion joints shall include the cost of all labour, materials and other incidentals which are required to fix the joints completely in all respects as per the drawings and the Specifications.
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